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POKOVENI: ELEKTROLYTICKY VYLOUCENY POVLAK EN 12329 - FE//ZN12//C

- LANG 05.02.2009

Ind. | P¢ | Popis zmény / Description of Change Provedl/Issued | Schvalil/Appr. Dat./Date
Cnt.
Norma Cista hm. kg
Stantard EN 10131 Mass netto . 0,012
Polotovar Hruba hm. kg
Raw Product P2 - 20 X 39 Mass brutto
Material vychozi Material kone¢ny
Default material Final material DCO3
TDP
10P veivcons, EN 10130, EN 10204 - 3.1 SestavalAssembly
Tolerance/Tolerance ueozniéznédhrany Drsnost/Roughness
6_@ ISO 8015 SN 014240-m MMAeE et Los Los|l 150 1302:1078
1ISO 2768 mK EN ISO 13920 BF 1ISO 13715 _r/ IZ Ra
i . . T
}5!;’{5‘;“3' Kubik 22.01.2009 Provedeni/Version TIIBe
Schvalil Skupina
Approved Lang 05.02.2009 Pozn./Note Group 75
Format / Size: A4 M&f. / Scale: 2:1 List / Sheet No.: 1 Listl / Sheets: 1
Nazev / Title PO UTO
Cislo vykresu / Drawing No. Index
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